
CODE TD-301

BRAND NAME TOROS

CAPACITY 80 liters

WEIGHT 13.00 kgs

THICKNESS 0.70 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght     : 16.50 cm

MOVING CAPACITY 100 kgs

PAINT TYPE Cellulosed Paint

COLOUR CHOICE Blue, Green

TUBE DIMENSIONS 32mm * 1.20mm

PRODUCT CATALOGUE

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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CODE TD-302

BRAND NAME TOROS

CAPACITY 80 liters

WEIGHT 13.20 kgs

THICKNESS 0.70 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght     : 16.50 cm

MOVING CAPACITY 100 kgs

PAINT TYPE Cellulosed Paint

COLOUR CHOICE Blue, Green

TUBE DIMENSIONS 32mm * 1.20mm

CODE AD-301

BRAND NAME ADALI

CAPACITY 80 liters

WEIGHT 12.00 kgs

THICKNESS 0.70 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght     : 16.50 cm

MOVING CAPACITY 100 kgs

TECHNICAL SPECIFICATIONS
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MOVING CAPACITY 100 kgs

PAINT TYPE Cellulosed Paint

COLOUR CHOICE Blue, Green, Red

TUBE DIMENSIONS 32mm * 1.20mm



CODE AD-302

BRAND NAME ADALI

CAPACITY 80 liters

WEIGHT 12.20 kgs

THICKNESS 0.70 mm

WHEEL TYPE Tubeless Tyre – Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght     : 16.50 cm

MOVING CAPACITY 100 kgs

PAINT TYPE Cellulosed Paint

COLOUR CHOICE Blue, Green, Red

TUBE DIMENSIONS 32mm * 1.20mm

CODE KD-111

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 14.30 kgs

THICKNESS 0.80 mm

WHEEL TYPE Tubeless Tyre - Bushing

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

NEW
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WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght     : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE ElectrostatiC Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KD-112

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 14.50 kgs

THICKNESS 0.80 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90mm metal

AXLE (steel bar)
Thickness : 2.00cm
Lenght     : 16.50cm

MOVING CAPACITY 150 kg

PAINT TYPE Electrostatik Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

TECHNICAL SPECIFICATIONS

www.kanat.com



CODE KD-121

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 17.00 kgs

THICKNESS 1.20 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kg

PAINT TYPE Electrostatic Powder Paint

COLOR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KD-122

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 17.20 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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THICKNESS 1.20 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kg

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KD-131

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 13.00 kgs

THICKNESS 0.80 mm

WHEEL TYPE Pneumatic - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TECHNICAL SPECIFICATIONS
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TUBE DIMENSIONS 32mm * 1.50mm



CODE KGD-141

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 14.50 kgs

THICKNESS 0.80 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Galvanized
COLOUR CHOICE 
FOR CHASSIS

Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm

CODE KGD-142

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 14.70 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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WEIGHT 14.70 kgs

THICKNESS 0.80 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Galvanized

COLOUR CHOICE 
FOR CHASSIS

Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm

CODE KGD-143

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 13.00 kgs

THICKNESS 0.80 mm

WHEEL TYPE Pneumatic - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Galvanized

TECHNICAL SPECIFICATIONS
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PAINT TYPE Galvanized
COLOUR CHOICE 
FOR CHASSIS

Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm



CODE KD-151

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 19.00 kgs

THICKNESS 0.80 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 200 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KPD-161

BRAND NAME KANAT PLUS

CAPACITY 100 liters                                       

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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NEW

CAPACITY 100 liters                                       

WEIGHT 15.00 kgs

THICKNESS 0.90 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 175 kgs

PAINT TYPE Electrostatic Powder Paint

COLOR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KPD-162

BRAND NAME KANAT PLUS

CAPACITY 100 liters                                       

WEIGHT 15.20 kgs

THICKNESS 0.90 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 175 kgs

PAINT TYPE Electrostatic Powder Paint

TECHNICAL SPECIFICATIONS
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NEW

NEW
PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm



CODE KPGD-191

BRAND NAME KANAT PLUS

CAPACITY 100 liters                                       

WEIGHT 15.00 kgs

THICKNESS 0.90 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 175 kgs

COLOUR CHOICE Galvanized

TUBE DIMENSIONS 32mm * 1.50mm

CODE KPD-181

BRAND NAME KANAT PLUS

CAPACITY 100 liters                                       

WEIGHT 20.00 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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WEIGHT 20.00 kgs

THICKNESS 0.90 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 175 kgs

PAINT TYPE Electrostatic Powder Paint

COLOR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE TRD-471

BRAND NAME TROYKA

CAPACITY 80 liters                                       

WEIGHT 11.00 kgs

THICKNESS 0.60 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 80 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green

TECHNICAL SPECIFICATIONS
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NEW
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TUBE DIMENSIONS 32mm * 1.00mm



CODE KD-101

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 16.00 kgs

THICKNESS 1.00 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kg

PAINT TYPE Electrostatic Powder Paint

COLOR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KD-102

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 16.20 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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THICKNESS 1.00 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kg

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TUBE DIMENSIONS 32mm * 1.50mm

CODE KD-103

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 14.50 kgs

THICKNESS 1.00 mm

WHEEL TYPE Pneumatic - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green, Yellow

TECHNICAL SPECIFICATIONS
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TUBE DIMENSIONS 32mm * 1.50mm



CODE KGD-144

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 16.20 kgs

THICKNESS 1.00 mm

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Galvanized
COLOUR CHOICE 
FOR CHASSIS

Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm

CODE KGD-145

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 16.40 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS
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WEIGHT 16.40 kgs

THICKNESS 1.00 mm

WHEEL TYPE Tubeless Tyre - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Galvanized

COLOUR CHOICE 
FOR CHASSIS

Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm

CODE KGD-146

BRAND NAME KANAT

CAPACITY 80 liters

WEIGHT 14.70 kgs

THICKNESS 1.00 mm

WHEEL TYPE Pneumatic - Bearing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Galvanized

TECHNICAL SPECIFICATIONS
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PAINT TYPE Galvanized
COLOUR CHOICE 
FOR CHASSIS

Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm



CODE KSA-371

BRAND NAME KANAT

SIZE (WxL) 50 x 71,50

WEIGHT 13.50 kgs

WHEEL TYPE Tubeless Tyre - Bushing

RIM (for wheel) 0.90 mm metal

AXLE (steel bar)
Thickness : 2.00 cm
Lenght      : 16.50 cm

MOVING CAPACITY 150 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Red, Blue, Green

TUBE DIMENSIONS 32mm * 1.50mm

CODE KY-501

BRAND NAME KANAT

WEIGHT 19.00 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

NEW

Metal THICKNESS 4.00 mm

WHEEL TYPE Tubeless Tyre - Bushing

Size W,L,H 30cm x 50cm x 130cm

MOVING CAPACITY 125 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red

TUBE DIMENSIONS 32mm * 1.50mm

CODE KY-509

BRAND NAME KANAT

WEIGHT 20.00 kgs

Metal THICKNESS 4.00 mm

WHEEL TYPE Tubeless Tyre - Bushing

Size W,L,H 30cm x 50cm x 130cm

MOVING CAPACITY 125 kgs

PAINT TYPE Electrostatic Powder Paint

TECHNICAL SPECIFICATIONS
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NEW

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red

TUBE DIMENSIONS 32mm * 1.50mm



CODE KY-508

BRAND NAME KANAT

WEIGHT 19.00 kgs

Metal THICKNESS 4.00 mm

WHEEL TYPE Tubeless Tyre - Bushing

WHEEL (PCS) 6

Size W,L,H 32cm x 51cm x 120cm

MOVING CAPACITY 125 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red

TUBE DIMENSIONS 32mm * 1.50mm

CODE KY-511

BRAND NAME KANAT

WEIGHT 25.00 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

NEW
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WEIGHT 25.00 kgs

Metal THICKNESS 2.00 mm

TUBE DIMENSIONS 32mm * 1.50mm

S�ze W,L,H 60cm x 100cm x 90cm

MOVING CAPACITY 350 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red

CODE KY-512

BRAND NAME KANAT

WEIGHT 15.30 kgs

Metal THICKNESS 2.00 mm

TUBE DIMENSIONS 32mm * 1.50mm

S�ze W,L,H 51cm x 82cm x 96cm

MOVING CAPACITY 200 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red

TECHNICAL SPECIFICATIONS
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COLOUR CHOICE Blue, Green, Red



CODE KY-513

BRAND NAME KANAT

WEIGHT 20.00 kgs

Metal THICKNESS 2.00 mm

TUBE DIMENSIONS 32mm * 1.50mm

S�ze W,L,H 51cm x 82cm x 96cm

MOVING CAPACITY 250 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red

CODE KY-515

BRAND NAME KANAT

WEIGHT 42.00 kgs

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

NEW

Metal THICKNESS 2.00 mm

TUBE DIMENSIONS 32mm * 1.50mm

S�ze W,L,H 60cm x 100cm x 106cm

SHELF 2

MOVING CAPACITY 350 kgs

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red, Grey

CODE KY-530

BRAND NAME KANAT

WEIGHT 30.00 kgs

WHEEL (PCS) 4

TUBE DIMENSIONS 32mm * 1.50mm

Size W,L,H 60cm x 100cm x 150cm

MOVING CAPACITY 350 kgs

PAINT TYPE Electrostatic Powder Paint

TECHNICAL SPECIFICATIONS
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PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green, Red



MONTAGE   (  FOR WHEELBARROW  )

STEP-1 : Bucket, chassis and legs are mounted with together (please look at the 1-8-12 on the montage 
STEP-2 : The central support part is mounted by screws on the legs 
              (use to 2 screws which is L=50mm) (look at the 7-11 on the montage scheme)
STEP-3 : Front support parts (2 pcs) are mounted between the front of bucket and front of chassis 
              (for top of bucket, you have to use small screws which are L=17mm) (look at the 9-10 on the montage scheme)
STEP-4 : Wheel is mounted with pin, axle and plastic washer to the both of side (look at the 3-4-5-6 on the montage 
              scheme)

NAME OF PARTS

1- Chassis (handle)
2- Front chassis
3- Wheel
4- Pin (for wheel)
5- Support washer ( for wheel )
6- Stopper pin ( for wheel )
7- Central support part
8- Bucket
9- Front support screws ( L=17mm )
10- Front suport parts ( 2 pcs )
11- Screws ( L=50mm )
12- Feet

CODE KG-901

WEIGHT 1000 grs

Metal THICKNESS 2.00 mm

Size 30cm x 15cm 

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green,

CODE KT-855

WEIGHT 660 grs

Metal THICKNESS 4.00 mm

Lenght 37 cm

             The wheelbarrow is ready to use within  approximately 10 minutes.

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

              scheme)

              NOTE : Please tighten the screws, after all of them are p leaced.

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green,



CODE K-800

WEIGHT 1000 grs

Metal THICKNESS 1.50 mm

Size 25cm x 25cm 

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green,

CODE K-810

WEIGHT 1180 grs

Metal THICKNESS 2.00 mm

Size 29cm x 23cm 

PAINT TYPE Electrostatic Powder Paint

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

PAINT TYPE Electrostatic Powder Paint

COLOUR CHOICE Blue, Green,

CODE K-830

WEIGHT 960 grs

PLASTIC 
THICKNESS

6.00 mm

Size 43cm x 34cm 

CODE K-840

WEIGHT 580 grs

PLASTIC 
THICKNESS

6.00 mm

Size 34cm x 29cm 

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS



CODE EM-603 

WEIGHT 5.50 kgs

STEPS NUMBER 3 *

DIMENSIONS 113*40*11*24 cm

MOVING CAPACITY 150 kgs

TECHNICAL SPECIFICATIONS

* We manufacture different stepped ladders. ( from 2 to 10 steps )

EN-131 Certificated 

CODE EM-614

WEIGHT 8.30 kgs

STEPS NUMBER 4+4  *

DIMENSIONS 135*47*16*28 cm

MOVING CAPACITY 150 kgs

TECHNICAL SPECIFICATIONS

* We manufacture different stepped ladders. ( from 3 to 9 steps )

www.kanat.com

EN-131 Certificated 



TUBELESS TYRE WHEEL - BUSHING TUBELESS TYRE WHEEL - BEARING

CODE : TLT-731 CODE : TLT-732

PNEUMATIC TYRE WHEEL - BEARING

CODE : SLT-741

TUBELESS TYRE WHEEL - BUSHING

CODE : TLT-733

350m

PLASTIC RIM



PACKAGING - II  ( IN THE BOX )

PACKAGING - I  ( ON THE PALETTE )

1-) Number of box  : 4
2-) In each box      : 60 pcs unassembled wheelbarrow parts.
a ) Bucket           : 4 boxes x 60 = 240 pcs 
b ) Montage parts : 4 boxes x 60 = 240 pcs 

3-) Handles are packaged as below, 1 bag = 5 pcs handle
4-) Wheels are packaged as below, 1 bag = 5 pcs wheel

DIMENSIONS OF THE PALETTE
H  = 215 cm
W = 120 cm
L   = 120 cm

PACKAGING - III  ( IN THE CREATE PALETTE )

In the box : 10 pcs unassembled wheelbarrow
Handles are packaged as below, 1 bag = 5 pcs handle
DIMENSIONS OF THE BOX : 
H =  40 cm
W=  60 cm
L = 120 cm

The all parts of unassembled wheelbarrow are in the 
create palette.

DIMENSIONS OF THE BOX : 
H =  115 cm
W=  110 cm
L = 225 cm



LOADING CAPACITY  ( for unassembled wheelbarrow )

TYPE - I



TYPE - II

ADRES : E-90 KARAYOLU 7.KM, 68100, AKSARAY, TURKEY

TEL : [+90] 382.215 24 79

FAX : [+90] 382.215 74 77

WEB I : www.kanatltd.com.tr

WEB II : www.kanat.com

MAIL I : kanat@kanatltd.com.tr

MAIL II : kanat@kanat.com

CONTACT

KANAT EL ARABASI IMALAT SAN.TIC.LTD.STI

TYPE - III




